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BOULDER SPRINGS JUMP & SPLASH,
MANOR HOUSE SPLASH ROCK, &

EDGESTONE JUMP & SPLASH
Assembly & Installation Instructions
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i n t e r - f a b . c o m

Boulder Springs Jump & Splash
(formerly called Splash Rock),
Edgestone Jump & Splash, 

and the soon to be discontinued
Manor House Splash Rock are
designed and intended for use 

on in ground residential pools
ONLY.  

These products are never to 
be installed and used on above

ground swimming pools, 
commercial swimming pools, 
or bodies of water such as

lakes or ponds.

NO DIVING ALLOWED!

Jump & Splash and Splash
Rock products are designed
only for feet first entry into 

the pool.  

Serious injury or death may
result from diving from a 

Jump & Splash or Splash Rock.



For Technical Support or Assistance, 
Contact Customer Service at:

INTER-FAB, INC.
3050 S. ALVERNON WAY

TUCSON, AZ 85713
(800) 737-5386

or visit: www.inter-fab.com

To obtain complete copies of the ANSI/NSPI-5 2003
Standard for Residential Inground Pools or to obtain

copies of the “The Sensible Way to Enjoy Your
Inground Swimming Pool” contact:

The Association of Pool & Spa Professionals
(APSP)

2111 Eisenhower Ave.
Alexandria, VA 22314

(703) 838-0083

or visit: www.theapsp.org
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This Inter-Fab Jump & Splash™ or Splash Rock™ shall be installed only by a professional
swimming pool contractor or with the direct supervision of a licensed professional, engineer
or architect.  Splash Rocks may be installed only on residential inground swimming pools
properly designed for their use.

Jump & Splash™ and Splash Rock™ products that are improperly installed can be very
dangerous to the user resulting in possible serious head and/or spinal column injury,
including the paralysis or death of the user.

It is very important that this Jump & Splash™ or Splash Rock™ be installed only on a Type 1
or greater pool built in strict accordance with the American National Standard for
Residential Inground Swimming Pools (ANSI/NSPI-5 2003).

In addition to the above standard and referenced table, these installation instructions provided
by Inter-Fab, Inc. must be diligently followed.

It is also important that any and all warnings provided with the Jump & Splash™ or Splash
Rock™ be strictly adhered to and posted in a conspicuous location.  If not provided or they
are misplaced, please purchase warning signs from your pool contractor or professional
pool supply store and post them in a location that the users of the Jump & Splash™ or
Splash Rock™ can clearly see.

SAFETY FIRST!

FOR RESIDENTIAL INGROUND SWIMMING POOL USE ONLY

NO COMMERCIAL, PUBLIC OR SEMI-PUBLIC USE IS ALLOWED

ONLY ONE PERSON ON THE JUMP & SPLASH™ 
OR SPLASH ROCK™ AT ONE TIME

MAXIMUM WEIGHT = 250 LBS

NO DIVING!
ONLY FEET FIRST ENTRY INTO THE POOL.
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NO DIVING from Jump & Splash™ or Splash Rock™!

FEET FIRST entry into the pool ONLY.

SAFETY FIRST!

DO
1. Know the shape and depth of the pool before

you enter the pool water.

2. Make sure that all family members and guests
are familiar with these instructions before they
use your pool and Jump & Splash™ or Splash
Rock™.

3. Make sure that the Jump & Splash™ or Splash
Rock™ has been installed in compliance with
the Assembly and Installation Instructions and
with the 2003 ANSI/NSPI Standard for In-ground
Residential Pools. This includes the shape and
depth of the pool as well as the height of the
Jump & Splash™ or Splash Rock™.

4. Enter feet first.  NO DIVING.

5. Plan your path to be sure you avoid any other
swimmers, or objects in or under the water,
such as floats, tires, toys etc. 

6. Become familiar with the Jump & Splash™ or
Splash Rock™ before using.

7. Read warning label affixed to the outside of the
Jump & Splash™ or Splash Rock™.

8. Step up onto Jump & Splash™ or Splash Rock™
from directly behind and not from either side.

9. Jump straight ahead, not to the side of the
Jump & Splash™ or Splash Rock™ or pool.

10. Make sure that children and non-swimmers
are supervised at all times.

11. Inspect your Jump & Splash™ or Splash Rock™
on a regular basis (at least twice a year) and
keep it in proper repair.

12. Contact your dealer, installer or Inter Fab
(800-737-5386) with any questions or concerns
about the safe use of your Jump & Splash™ or
Splash Rock™.

DON’T
1. Don’t drink and jump into the pool.

2. Don’t install this Jump & Splash™ or Splash
Rock™ on an above ground pool or jump into
an above ground pool from any surface.

3. Don’t jump into a pool from anyplace not
specifically designated for jumping. Never jump
or dive into the shallow portion of any pool.

4. Don’t jump across the width of the pool or to
the sides of the pool.

5. Don’t run and jump into the pool.

6. Don’t engage in horseplay in or around the Jump &
Splash™ or Splash Rock™ or pool.

7. Don’t use your Jump & Splash™ or Splash
Rock™ as a trampoline. 

8. Don’t do a back jump. Backyard pools are not
built for that type of activity.

9. Don’t try fancy jumps. Keep the jumps simple.

10. Don’t jump into or through objects or toys
such as inner tubes.

11. Don’t swim or jump into the pool alone.

12. Don’t use a Jump & Splash™ or Splash Rock™
that is in poor repair.

13. Don’t remove warning label attached to outside
of your Jump & Splash™ or Splash Rock™.

14. Don’t allow plants to overgrow and cover step
area on your Jump & Splash™ or Splash Rock™.

15. Don’t step on any section of the Jump &
Splash™ or Splash Rock™ other than the step
and top jumping platform.

THIS JUMP & SPLASH™ OR SPLASH ROCK™ 
IS NOT A DIVING PLATFORM!
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The specifications found on page 5 of this manual represent the minimum water envelope
required by Inter-Fab and by the ANSI/NSPI-5 2003 Standard for residential Inground Swimming
Pools. Each of these dimensions must be met or exceeded. Installation of a Jump & Splash™ or
Splash Rock™ on a pool that does not meet or exceed each of the minimum specifications as provided
on page 5 including but not limited to the slope requirement, is in direct violation of this manufacturer’s
instructions and the 2003 Standard, and can result in serious injury or death.

Installation of this Jump & Splash™ or Splash Rock™ is limited to Residential Inground Pools only.

Comply with local government regulations for Residential Inground Swimming Pools if they exceed
the ANSI/NSPI-5 2003 Standard for Residential Inground Swimming Pools.

Read carefully pages 10-16 of this installation manual which contain portions of the ANSI/NSPI-5
2003 Standard for Residential Inground Swimming Pools, ensure that you understand Figure 3
and Table 1 provided in the ANSI/NSPI-5 2003 Standard.

NOTE: The installation of this Jump & Splash™ or Splash Rock™ is not complete until you, the
installer have measured the pool as well as the minimum headroom over water, maximum height
above water, and product placement on deck to ensure they meet the Inter-Fab’s Residential Pool
Minimum Specifications and the ANSI/NSPI-5 2003 Standard for Residential Inground Swimming
Pools. In addition, the installation of this Jump & Splash™ or Splash Rock™ is not complete until
you the installer have delivered to your customer and reviewed with your customer the “Owners
Manual” for the Boulder Springs Jump & Splash™, Edgestone Jump & Splash™ or Manor House
Splash Rock™.

Installation of this Jump & Splash™ or Splash Rock™ must be done in accordance with ANSI/NSPI-5
2003, American National Standard for Inground Swimming Pools.

Section 5.10 refers to stationary diving platform(s) and diving rock(s).  Stationary diving platform(s)
and diving rock(s) built on site shall be allowed to be flush with the wall and located in the diving
area of the pool.  Point A shall be in front of the wall at the platform or diving rock centerline.

Refer to ANSI/NSPI-5 2003 Figure 6 examples A, B, and C for details.

IMPORTANT NOTICES 
TO THE INSTALLER

THIS JUMP & SPLASH™ OR SPLASH ROCK™ 
IS NOT A DIVING PLATFORM!

ONLY ONE PERSON AT A TIME ON THE JUMP &
SPLASH™ OR SPLASH ROCK™, WITH A MAXIMUM

WEIGHT LIMIT OF 250 LBS.
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MINIMUM JUMP & SPLASH™ AND 
SPLASH ROCK™ WATER ENVELOPE:
NOTE: DRAWINGS ARE NOT TO SCALE.

NOTES:

Jump & SplaSh

or SplaSh rock

fluSh with 

pool wall

D I V I N G E Q U I P M E N T P R O H I B I T E D

D I V I N G E Q U I P M E N T P R O H I B I T E D
A B C D A B C D WA+/-3” AB BC CD* DE WE

0

I 6’-0” 7’-6” 5’-0” 2’-9” 10’-0” 12’-0” 10’-0” 8’-0” 1’-6” 7’-0” 7’-6” VARIES 6’-0” 28’-9”

II 6’-0” 7’-6” 5’-0” 2’-9” 12’-0” 15’-0” 12’-0” 8’-0” 1’-6” 7’-0” 7’-6” VARIES 6’-0” 28’-9”

III 6’-10” 8’-0” 5’-0” 2’-9” 12’-0” 15’-0” 12’-0” 8’-0” 2’-0” 7’-6” 9’-0” VARIES 6’-0” 31’-3”

IV 7’-8” 8’-6” 5’-0” 2’-9” 15’-0” 18’-0” 15’-0” 9’-0” 2’-6” 8’-0” 10’-6” VARIES 6’-0” 33’-9”

V 8’-6” 9’-0” 5’-0” 2’-9” 15’-0” 18’-0” 15’-0” 9’-0” 3’-0” 9’-0” 12’-0” VARIES 6’-0” 36’-9”

POOL
TYPE

MINIMUM DEPTHS 
AT POINT

MINIMUM WIDTHS 
AT POINT

MINIMUM LENGTHS 
BETWEEN POINTS

TABLE 1 - MINIMUM WATER ENVELOPE  (ANSI/NSPI-5 2003)

F G H J K L M N

0

I 2’-9” 5’-0” 4’-0” 7’-2.5” 7’-6” 6’-0” 3’-9” 2’-1.5” 12’

II 2’-9” 3’-10” 4’-2” 7’-2.5” 7’-6” 6’-8” 3’-9” 2’-1.5” 12’

III 2’-9” 4’-4.75” 4’-4.5” 7’-5.5” 8’-0” 6’-7” 3’-11.5” 1’-7.5” 13’

IV 2’-9” 5’-10.5” 3’-10” 7’-8” 8’-6” 8’-3” 5’-7” 2’-7” 13’

V 2’-9” 6’-2” 3’-11.5” 7’-9.5” 9’-0” 8’-2.5” 5’-9” 2’-7” 14’

POOL
TYPE

CROSS SECTIONAL
DIMENSIONS AT 

POINT A CROSS SECTIONAL DIMENSIONS AT POINT B

TABLE 2 - INTER-FAB RESIDENTIAL POOL MINIMUM SPECIFICATIONS
MIN. HEAD

ROOM
ABOVE 
DIVING

SURFACES

*Min. length between points CD may vary based upon water depth at point D and the slope between points C & D

F

G

H

J K

N

M

L

centerline
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JUMP & SPLASH™ OR SPLASH ROCK™ PLACEMENT INFORMATION

JUMP & SPLASH™ OR SPLASH ROCK™ SIDE VIEW:

6”

W A

WA

Pool Wall

Front of Jump
& Splash or
Splash Rock
must be flush
with pool wall.

Water and Electric 
Conduit stub-ups.

CONCRETE

Stub-up should be 10” from pool wall.

JUMP & SPLASH™
OR SPLASH ROCK™

NOTE: Inter-Fab cannot guarantee customer’s concrete or concrete thickness.

CONCRETE SLAB 
MINIMUM DIMENSIONS:
8’ Long
4’ Wide
6” Deep

JUMP & SPLASH™ OR SPLASH ROCK™ PLAN VIEW:

W A

WA

POOL

POOL CENTERLINE

JUMP &
SPLASH 

OR 
SPLASH
ROCK

�

Water &
Electric
stub-up.

10”

10”

8’

Pool Wall

Fig. A

Fig. B

NOTE: Edgewater
Jump & Splash 
doesn’t use a step.
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• Jump & Splash™ or Splash Rock™ installation limited to Residential Inground Swimming Pools
conforming to a Type I or greater dimension in accordance with the ANSI/NSPI -5 2003 Standard
and Inter-Fab’s Residential Inground Swimming Pool Minimum Specifications.

•  Install Jump & Splash™ or Splash Rock™ on the deep end of the pool on centerline ONLY.

• Before installing the Jump & Splash™ or Splash Rock™ ensure the concrete deck surrounding
the Jump & Splash™ or Splash Rock™ meets the minimum 8’ long x 4’ wide x 6” deep minimum.

•  Be careful to ensure that the front of the Jump & Splash™ or Splash Rock™ is flush with the pool
wall and on the pool centerline.

• Ensure the deck surrounding the Jump & Splash™ or Splash Rock™ is flat and level so the
base/step makes uniform contact with the deck surface.

• When installing the waterfall or lighted waterfall feature with the Jump & Splash™ or Splash Rock™
ensure that a 1/2” water stub-up and electrical conduit are located per the diagrams on page 6. (See
Fig. A and Fig. B) Provide a minimum of 10 gallons per minute to the waterfall.  Ensure electrical
conduit, wiring and transformer installations comply with local or national electrical building codes,
whichever is greater.

JUMP & SPLASH™ OR SPLASH ROCK™ PLACEMENT TIPS:

JUMP & SPLASH™ OR SPLASH ROCK™ BOARD FALL CONFIGURATIONS: 
1. REGULAR JUMP & SPLASH™ OR SPLASH ROCK™: kit consists of Board Fall, Mounting

Hardware (4 screws), 4’ of 1/2” Flex PVC Pipe, 1-Union  (See Fig. C)

2. LED JUMP & SPLASH™ OR SPLASH ROCK™: kit includes Board Fall parts PLUS LED Lights
Assembled (RGB), Color Controller, 35’ of Wire (10’ on unit – 25’ on controller), Coupler. (See Fig. D) 
NOTE: No transformer is provided.*

3. FIBER OPTIC JUMP & SPLASH™ OR SPLASH ROCK™: kit includes Board Fall parts PLUS
55’ of 25 Strand Fiber Optic Cable Assembled.  (See Fig. E) 
NOTE: No light source is provided.

IMPORTANT: Do not place unprotected parts on the ground.  Do not slide or pull unprotected
parts along any surface.  Be careful unpacking parts and with tools during assembly.

Fig. C
Regular Jump & Splash 

or Splash Rock

Fig. D
LED Jump & Splash 

or Splash Rock

Fig. E
Fiber Optic Jump & Splash

or Splash Rock
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IMPORTANT: To keep the Jump & Splash™ or Splash Rock™ water feature from clogging,
ensure water is from a filtered return line from the pool.

1)  The Board Fall™ comes from the factory with a 4' length of 1/2" flex PVC pipe attached. The
union can be installed between the Board Fall™ and the deck stub-up to allow disconnection of
Jump & Splash™ or Splash Rock™ and winterization of Splash Rock™ plumbing.

2)  (If Purchased) your waterfall comes with an optional pre-wired, factory installed LED or Fiber Optic
lighting system. 

TIP: The LED lighting system comes with 10’ of wire attached to the LED which goes to the electric
conduit stub-up and attaches to the coupler, the additional 25’ of wiring attaches to the 
coupler and then passes through the customer installed conduit to the color controller.

The fiber optic lighting comes with 55’ of continuous cable which is passed through the 
board, then through the customer installed electrical conduit to the customer provided 
color light source.

WARNING: Do not attach the color controller directly to 110V, the LED lighting is a low voltage system
requiring a transformer (not included) to provide power to the color controller.  Inter-Fab recommends
the Intermatic PX100 transformer.  If the Intermatic PX100 is not utilized the color controller Input
Rating is” 12 VAC, 1.7 Amp 60/50HZ.  Exceeding the input rating will severely damage the color
controller and void the warranty.

WATER FEATURE INFORMATION: 

1. Ensure all ANSI/NSPI-5 2003 and Inter-Fab Inc. installation and safety criteria have been met
before proceeding to the next steps.

2. Unscrew the 4 each 2-1/2” screws holding the jump platform in place. (See Fig. F and Fig. G)
3. Ensure that the water and electric conduit stub is 10” from pool wall and on pool centerline.
4. Set the Jump & Splash™ or Splash Rock™ in place, flush with the pool wall and on pool centerline.
5. Mark the deck anchor attachment points using installation tabs as guides.  (See Fig. H and Fig. I)

Set Jump & Splash™ or Splash Rock™ to the side.
NOTE: Boulder Springs Jump & Splash™ uses four (4) 1/4” deck anchors and Manor House
Splash Rock™ uses six (6) 1/4” deck anchors.

6. Using a 1/4” masonry bit, drill all anchor holes 1-3/4” to 2” deep.  Be sure to clean all drilling
debris from holes.

7. Gently tap in all wedge anchors.  Be careful not to bend wedge anchors.
8. Set Jump & Splash™ or Splash Rock™ over wedge anchors and use nylon washer, flat washer

and nut on each anchor bolt.  Tighten all nuts to 8-10 ft. lbs of torque.  DO NOT OVER TIGHTEN.
9. Plumb the Board Fall™ to deck stub up with 1/2” flex PVC hose provided.  The 1/2” union

should be used between the Board Fall™ and the deck stub up to allow for disconnection and
winterization of the Jump & Splash™ or Splash Rock™.

10. Connect Board Fall™ light feature (if purchased) as specified in “Water Feature Information” above.
11. Re-attach the 4 each 2-1/2 screws that hold the jump platform top in place.  
12. Place the planter trays and planters on the Manor House Splash Rock™ if installing the Manor

House style Splash Rock™.  (The alternative Splash Rock™ design is the Boulder Springs Jump
& Splash™ which does not have planter trays.)

BS JUMP & SPLASH/MH SPLASH ROCK INSTALLATION INSTRUCTIONS:
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Fig. F
Boulder Springs Jump & Splash™

Fig. G
Manor House Splash Rock™

Fig. H
Boulder Springs Jump & Splash™

Fig. I
Manor House Splash Rock™

SAMPLE HARDWARE KIT:

PART # MH-SR
ITEM # QTY. DESCRIPTION

1 4 Gray Deck Screw
2 6* 1/4” SS Nut
3 6* 1/4” SS Washer
4 6* 1/4” Nylon Washer
5 6* 1/4” SS Wedge Anchor
6 4** Touch Up Paint Bottle
7 1 Touch Up Brush

TABLE 3 – HARDWARE LIST (MH-SR)

*Quantity of 6 for MH-SR; Quantity of 4 for BS-SR
**Quantity of touch of paint bottles varies due to the different color options available.

Hardware kit photo, shown left, represents the MH-SR hardware
kit.  As noted above, the hardware kit for the Boulder Springs kit
will vary slightly.  

Touch up paint provided in all Jump & Splash or Splash Rock Kits
will vary depending on the actual color of the product.
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1. Ensure all ANSI/NSPI-5 2003 and Inter-Fab Inc. installation and safety criteria have been met
before proceeding to the next steps.

2. Unscrew the 6 each 3” deck screws holding the jump platform in place to the base. (See Fig. J)
3. Ensure that the water and electric conduit is 10” from the pool wall and on pool centerline.
4. Set the Edgestone Jump & Splash™ in place, flush with the pool wall and on pool centerline.

NOTE: The warning label on the base faces away from the pool.
5. Mark the Tapcon anchor attachment points using installation tabs as guides.  (See Fig. K)
6. Refer to the Tapcon anchor instructions sheet for drilling and attachment details.
7. With the base unit anchored to the deck, plumb the Board Fall™ to deck stub up with 1/2” flex

PVC hose provided.  The 1/2” union should be used between the Board Fall™ and the deck stub
up to allow for disconnection and winterization of the Jump & Splash™.

8. Connect Board Fall™ light feature (if purchased) as specified in “Water Feature Information” above.
9. Re-attach the jump platform using the 6 each 3” deck screws removed in step #2.  

EDGESTONE JUMP & SPLASH INSTALLATION INSTRUCTIONS:

PART # MH-SR
ITEM # QTY. DESCRIPTION

1 6 3” Gray Deck Screw
2 4 3-1/4” Tapcon Anchor
3 4 1/4” Nylon Washer
4 1 3/16” Masonry Bit
5 4* Touch Up Paint Bottle
6 1** Touch Up Brush

TABLE 4 – HARDWARE LIST  (7800)

*Quantity of 3 or 4 depending upon product color.
**Not shown.

Hardware kit photo, shown left, represents the Edgestone
Jump & Splash hardware kit.  

Touch up paint provided in all Jump & Splash or Splash
Rock Kits will vary depending on the actual color of the
product.

Fig. J
Edgestone Jump & Splash™

Fig. K
Edgestone Jump & Splash™

EDGESTONE JUMP & SPLASH HARDWARE KIT
Edgestone Jump & Splash™
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SUPPORT INFORMATION: ARTICLE 5 – POOL DIMENSIONS AND TOLERANCES 
Extracted from ANSI/NSPI- 2003, American National Standard for Residential Inground Swimming Pools
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SUPPORT INFORMATION: ARTICLE 5 – POOL DIMENSIONS AND TOLERANCES 
Extracted from ANSI/NSPI- 2003, American National Standard for Residential Inground Swimming Pools
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SUPPORT INFORMATION: ARTICLE 5 – POOL DIMENSIONS AND TOLERANCES 
Extracted from ANSI/NSPI- 2003, American National Standard for Residential Inground Swimming Pools
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SUPPORT INFORMATION: ARTICLE 5 – POOL DIMENSIONS AND TOLERANCES 
Extracted from ANSI/NSPI- 2003, American National Standard for Residential Inground Swimming Pools
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SUPPORT INFORMATION: ARTICLE 5 – POOL DIMENSIONS AND TOLERANCES 
Extracted from ANSI/NSPI- 2003, American National Standard for Residential Inground Swimming Pools
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SUPPORT INFORMATION: ARTICLE 5 – POOL DIMENSIONS AND TOLERANCES 
Extracted from ANSI/NSPI- 2003, American National Standard for Residential Inground Swimming Pools
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SUPPORT INFORMATION: ARTICLE 5 – POOL DIMENSIONS AND TOLERANCES 
Extracted from ANSI/NSPI- 2003, American National Standard for Residential Inground Swimming Pools

To obtain complete copies of the ANSI/NSPI-5 2003 Standard 
for Residential Inground Pools contact:

The Association of Pool & Spa Professionals (APSP)
2111 Eisenhower Ave.
Alexandria, VA 22314

(703) 838-0083

or visit: www.theapsp.org
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LIMITED WARRANTY
Inter-Fab, Inc. will repair or replace, at its option, any product manufactured by Inter-Fab, Inc. that fails during
the applicable warranty period because of a manufacturing or material defect; provided that the defect is not
the result of improper installation, improper use or care, negligence, alterations or modifications to the product,
or natural accidents (acts of God).  The applicable warranty period for products manufactured by Inter-Fab,
Inc. is three (3) years from the date of retail purchase, except as specified below: 

Echoes of Nature™ products are individually handcrafted and painted by skilled artisans and as a result,
dimensional differences and color variations are normal and are not a basis for warranty coverage.  The warranty
period for pumps sold with the Echoes of Nature™ products is three (3) years from the date of retail purchase.

Water Sports™ sports equipment warranty periods are as follows:  Volleyball Poles, Basketball Poles,
Basketball Rim, and Basketball Backboard are one (1) year from date of retail purchase. Volleyball, Volleyball
Net, Basketball, Basketball Net, and pumps are warranted for ninety (90) days from date of retail purchase.

The Board Fall, Board Fall-L (LED), and Board Fall-F (fiber optic) water features, used for the Jump & Splash™,
T7™ and aquaBoard™ products, have a warranty period of one (1) year from the date of retail purchase.

Zoomerang™ slide products warranty period is one (1) year from the date of retail purchase.

Build Your Own Slide™ (BYOS™) and Build Your Own Slide 2™ (BYOS 2™) warranty periods are one (1)
year from the date of retail purchase.

City 2™ Slide and City Base™ products warranty period are one (1) year from the date of retail purchase.

Unless expressly stated otherwise all products manufactured by Inter-Fab are for residential installation (single
family residence) inground pool use only.  Inter-Fab, Inc. expressly disclaims any and all warranties and liability
arising from the installation or use of its residential products for any non-residential use such as semi-public,
public, or commercial applications.  Products expressly manufactured for commercial installation and use will be
subject to this limited warranty.

This limited warranty is in lieu of all other warranties, whether express or implied.  Inter-Fab, Inc. disclaims
any warranty of merchantability or fitness for a particular use, and noninfringement in relation to any of its products
and Inter-Fab, Inc. is not liable for consequential, incidental or specific damages.  This warranty is limited to
the repair or replacement of the manufacturing or material defect, or refund of the original purchase price,
whichever is less, at the sole option of Inter-Fab, Inc., and expressly does not cover any labor or reinstallation
expenses related to the replacement of any and all Inter-Fab products.  This limited warranty shall be the sole
and exclusive remedy of irrespective of whether the claims are made in contract, tort, warranty, law, equity
or by statue.

This warranty is to the original purchaser of the product only. Inter-Fab’s limited warranty is neither transferable
nor portable from consumer to consumer. The effective coverage date begins at the date of retail purchase.
Product owner or representative must notify Inter-Fab, Inc. (or its wholesale agent) in writing, giving a full
description of the nature of the product defect or failure along with proof of purchase, serial number(s) of the
product and photos within thirty (30) days of the expiration of the applicable warranty period.  Inter-Fab, Inc.
reserves the right to physically inspect damaged or defective products or components to determine the cause
of the damage or defect, prior to authorizing repair or replacement of its products.

3050 S. Alvernon Way • Tucson, AZ 85713
520.790.7040 • 800.737.5386 • Fax 520.790.7127 • inter-fab.com




